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ZAS1039 Series Anti-corrosion camera

Application

The equipment has obtained WF2 outdoor anti-corrosion certification and temperature (T) level certification,
which is suitable for anti-corrosion environment.

Description

The ZAS1039 series Anti-corrosion camera is a classic corrosion-resistant device with a mountable movement
and night vision up to 100 meters.
Adopting advanced design concepts and obtaining WF2 outdoor anti-corrosion certification, it is suitable for all
kinds of anti-corrosion environments.
Featuring a peek-a-boo anti-reflective design.Network HD certification for all types of current network-integrated
HD camcorders.With self-cleaning dustproof function for wipers.

Features

 Material: standard 304 stainless steel (316L optional)
 Protection level: IP66, IP68(2m/2h), IP69
 Product standard:
 Q/320412ZAS001-2023
 Stainless steel material design, WF2 outdoor anti-corrosion certification
 Violence IK rating: body IK10(20J), except glass
 AC100V~AC240V wide voltage design
 Intelligent defogging design
 Inner peeping anti-reflective design
 Anti-fall ring design
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Electricity:

Working Voltage: AC100V～AC240V50Hz / 60Hz

orAC24V 50Hz / 60Hz

or DC24V or DC12V

or POE++(DC48V) (Optional)

Working Current: ≤3A

Power: ≤25W

Environment:

Air pressure: 80～110KPa

Ambient temperature: -40℃~+70℃

Relative Humidity: 95%RH(+25℃)

Mechanical:

Material: Stainless steel 304 / 316L

Protection level: IP66, IP68, IP69

Weight: 6.44kg

Cable Thread Hole No.: 2

Cable Thread Hole Spec.: M27×1.25 or M25×1.5 or M20×1.5 (optional)

Mounting: Wall bracket,Pole mount, hoisting and other installation methods

Accessories:

Explosion proof junction box: ZA-JXD4
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Specification

Model
Model ZAS1040
Name Anti-corrosion camera
Mechanical
Material Stainless steel 304, 316L (Optional)
Ingress Protection IP66, IP68, IP69
Cable Thread Hole M27 x 1.25 or M25 x 1.5 or M20 x 1.5 (optional)
Electricity

Voltage

AC100V～AC240V 50Hz / 60Hz
or AC24V 50Hz / 60Hz
or DC24V or DC12V
or POE++(DC48V) (Optional)

Current ≤3A

Power Consumption ≤25W

Lightning Protection
(Optional)

TVS 6000V lightning, surge and anti-surge protection in
accordance with GB/T 17626.5 Level 4 standard

Alarm Input (Optional) 2 ways

Alarm Output (Optional)
Audio anomaly detection, motion detection, video blocking,
network cable disconnection, IP address conflict, memory
full, memory error, illegal access

Audio Input (Optional)
Audio input (LINE input, MIC input), Audio peak:2-2.4Vp_p,
Output impedance:1KΩ+10

Audio Output (Optional) 1 output linear level, impedance :600Ω
Environment
Ambient Temperature -40℃～+70℃
Air Pressure 80KPa～110KPa
Relative Humidity 95% RH (+25℃)
Fill light function
Fill light distance 100 meters array infrared light/white light
Fill light control support
Camera
Image Sensor 1/2.8-inch COMS 1/3-inch COMS
Effective Pixels 1.3M / 2M / 3M / 5M

White Balance
Auto/Manual/Auto Tracking White

Balance/Outdoor/Indoor/Daylight White Balance/Sodium
White Balance
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Gain Control Auto/Manual
3D Noise Reduction Support
Signal-to-Noise Ratio ＞52dB
Backlight Compensation Support
Wide Dynamic Support
Glare Suppression Support
Fog Transmission Support
Optical zoom 20x/23x/30x/36x
Lens Manual/Automatic
Audio (Optional)

Audio Input
Audio input (LINE input, MIC input), Audio peak:2-2.4Vp_p,

Output impedance:1KΩ+10
Audio Output Line Level, Impedance:600Ω
Alarm (Optional)
Alarm Input 2 channels
Alarm Output 1 channel support alarm linkage (based on camera)

Intelligent Alarm
Audio anomaly detection, motion detection, video blocking,

network cable disconnection, IP address conflict, memory full,
memory error, illegal access

Network

Network Interface
1 RJ45 adaptive network port, support 10M/100M/1000M

network data
SD Card Interface Built-in Micro SD
Video Compression H.265/H.264/M-JPEG
Audio Compression G.711a/G.711mu/AAC/MP2L2/PCM
Voice Intercom Support
Streaming Support triple stream

Network Protocol
IPv4/IPv6,HTTP,HTTPS,802.1x,Qos,FTP,SMTP,UPnP,SNM

P,DNS,DDNS,NTP,RTSP,RTP,TCP,UDP,IGMP,ICMP,DHCP,PP
PoE

time display Support, e.g. day of the week, date

Application Programming
Interface

Support open API for software integration, support standard
protocols (Onvif, CGI, GB/T 28181, PISA), and compatible with
third-party platforms.

Browser
Support IE7 or above (including IE7) Google, Firefox, Apple

and other non-IE browsers.
Number of simultaneous

previews
Maximum 20 channels (total bandwidth 48M)

User management Multi-level user rights management
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General
Electrical Connection Integrated cable

Mounting
A variety of installation methods can be selected according
to the application environment.
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